Town of Carbondale
511 Colorado Avenue
Carbondale, CO 81623

REQUEST FOR PROPOSAL
COVER SHEET

Date:
Proposal Title:

Proposals will be received until:

Goods or services to be delivered to or performed at:

For more information please contact Eric Brendlinger:

Email Address:

Documents included in this package:

February 6, 2024
North Face Park Pickleball Courts Construction Project

February 27, 2024

4:00 p.m., MDST

Town Hall

511 Colorado Avenue

Parks & Recreation Director’s Office
Carbondale, Colorado 81623

Town of Carbondale

970-510-1277 (office)
ebrendlinger@carbondaleco.net

Request for Proposal Cover Sheet

Request For Proposal Document
Appendix:

-Overall site plans and location
-Site Plan

-Court Construction Exhibits A-D

If any of the documents listed above are missing from this package, they may be picked up at Carbondale Town
Hall, 511 Colorado Avenue, Parks & Recreation Department.

North Face Park Pickleball Courts Construction Project
The undersigned hereby affirms that (1) he/she is a duly authorized agent of the vendor, (2) he/she has read all
terms and conditions and technical specifications which were made available in conjunction with this solicitation
and fully understands and accepts them unless specific variations have been expressly listed in his/her offer, (3)
that the offer is being submitted on behalf of the vendor in accordance with any terms and conditions set forth in
this document, and (4) that the vendor will accept any awards made to it as a result of the offer submitted herein
for a minimum of ninety calendar days following the date of submission.

PRINT OR TYPE YOUR INFORMATION

Name of Company:

Address: City/State: Zip:
Contact Person: Title: Phone:
Authorized Representative’s Signature: Phone:
Printed Name: E-mail: Date:
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North Face Pickleball Courts Construction Project

Lump Sum Proposal Amount

Item Unit Estimated Total Project Cost
Quantity
Pickleball
Courts LSUM 1
Construction

All materials, labor, equipment and other costs necessary to complete the project as specified, which are
not specifically listed, will not be compensated directly and should be included in the lump sum costs above.

Company:

Addpress:

Phone:

Name:

Title:

Signature:

By signing and submitting this lump sum budget, the above-named individual certifies that they are
authorized to submit this form on behalf of the above-listed company.
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NOTICE OF REQUEST FOR PROPOSALS

Carbondale, Colorado
North Face Pickleball Courts Construction Project

INTRODUCTION

The intent of this REQUEST FOR PROPOSAL (RFP)is to obtain proposals from qualified persons, firms or
Corporations, hereafter referred to as "Contractor”, to provide professional build services to furnish and construct three (3)
new post-tensioned concrete pickleball courts, including finished site preparation and accessories, as per specifications in
this RFP. A compacted pickleball court footprint perimeter prepped product will be provided to the court contractor by
others with an overall slope variation of +/- % inch. Construction project will include perimeter and court separation
fencing, concrete sidewalks, sleeving for future electric conduit, sound mitigation and drainage swales for the North Face
Pickleball complex for the Town of Carbondale, Colorado.

The Town of Carbondale intends to enter into a contract with the court contractor congruent with an RFP with a
professional excavator constructing the subgrade for the pickleball court facility. This simultaneous RFP process will
allow for design and construction services to work together for the most efficient and timely buildout of the pickleball
court facility. Specific services include, but will not be limited to, site analysis, concept design, and court building cost
estimating. The selected Contractor will be required to enter into a standard Town of Carbondale contract for this work.

Available Site location information, that includes a preliminary “Site Plan” where the pickleball facility will be
constructed, “Court Construction Exhibits (A-D)” are all included in the exhibits attached to this RFP. A spot elevations
plan is in production to be used by the excavator.

The delivered subgrade product square foot size is 7,035 square feet 67°x 105’ for the fenced perimeter with a 10-foot
construction zone limit allowing for site excavation size to be up to 8,855 square feet (77°x115”).

With sidewalks and gravel area total square footage of site footprint is 9,116 square feet (86°x 106”)

INQUIRIES
All inquiries relating to this request should be made to: Eric Brendlinger, Parks & Recreation Director, at (970) 510-1277
or at: ebrendlinger(@carbondaleco.net

SUBMITTAL DATE & LOCATION

All proposals must be received by Eric Brendlinger, Parks & Recreation Director, Town of Carbondale, 511 Colorado
Avenue, Carbondale, CO 81623 prior to 4:00 p.m. MST, February 27, 2024, at which time proposals will be publicly
opened and read. Proposals must be submitted in a sealed envelope plainly marked "REQUEST FOR PROPOSAL -
NORTH FACE PICKLEBALL COURTS CONSTRUCTION PROJECT” and as an e-mail with the same language in the
subject line to ebrendlinger@carbondaleco.net

CONDITIONS OF PROPOSAL SUBMITTAL

All proposing Contractors will comply with all conditions, requirements, and specifications contained herein; any
departure may constitute sufficient cause for rejection of the proposal. A duly authorized official of the proposing
Contractor submitting the proposal must sign the proposal. All aspects of the proposal shall be valid for a period of ninety
(90) days following the deadline for the receipt of the proposals.

The Town of Carbondale reserves the right to reject any and all proposals or any part thereof. The right is reserved to
waive any formalities or informalities contained in any proposal, and to award the proposal to the most responsive and
responsible proposing Contractor as deemed in the best interest of the Town of Carbondale. The Town of Carbondale will
not return proposals, or other information supplied to the Town, to proposing Contractors.



All proposals become public record and become subject to inspection. All materials submitted with regard to this
solicitation become the property of the Town of Carbondale. The Town shall have the right to use all ideas and
adaptations of ideas contained in proposals received. Expenses incurred in preparation, submission and presentation of
this RFP are the responsibility of the submitter and can’t be charged to the Town of Carbondale.

EVALUATION OF PROPOSALS

Administrative staff of the Town of Carbondale and members of the Roaring Fork Pickleball Association will evaluate all
proposals. Proposals will be evaluated based on the Evaluation Criteria noted herein. The evaluation will include a review
of the proposal submitted, including a fee schedule for all aspects of the court building project. The Contractor selected
for the award will be chosen on the basis of the apparent greatest benefit to the Town in regard to the manufacturing
methods and finished product of the pickleball facility.

PROPOSAL SUBMITTAL REQUIREMENTS
Proposals submitted should contain all information as requested herein and any additional information necessary to
summarize the overall benefit of the proposal to the Town of Carbondale.

Proposal submittals should include the following:
1. Cover letter shall be provided stating the name, address, and telephone number of the proposing Contractor,

and must bear the signature of the person having the authority to make the proposal for the Contractor and
bind the Contractor in a formal contract with the Town.

2. List of similar projects completed by the Contractor.
3. A complete schedule of costs including a lump sum project cost shall be submitted with the proposal.
4. Timeline/schedule detailing the project milestones you would anticipate reaching by which date, outlining the

specific tasks to be accomplished during the course of the project (e.g. drainage & conduit install, finish
grading, post-tensioned concrete, court surface fabrication, nets and fencing, site amenities construction,
cleanup, etc.).

5. List of what portions of the work, if any, will be subcontracted out locally or otherwise, i.e.- irrigation
contractor to replace the existing irrigation system after courts are built to irrigate portions of the park that
were serviced by the previous system, sound mitigation fence treatments.

6. Standard General Contractor warranty information and guarantees for a project of this nature.

7. Resumes of key personnel, including anticipated Site Foreman, Project Manager, and any other key
individuals if applicable.

8. A list of at least (3) three references in the past two years for which similar tennis or pickleball court building

services have been provided by the Contractor. Include contact names, addresses and telephone numbers.
. Any other optional information deemed necessary or important to note by the proposing Contractor.
10.  Please provide two (2) copies of the proposal. One original hard copy and one e-mailed copy

SCOPE OF WORK

It is the intent of the Town of Carbondale that the selected Contractor provides all construction services, including all
surveying, materials, labor, implements, parts, supplies and equipment as required to construct the 3 court pickleball court
facility in accordance with the contents of this RFP, complete the landscaping needs around the courts and install the pre-
fabricated shade structure according to the manufacturers specifications and the sound mitigating fence treatments. The
RFPA shall be responsible for sod and irrigation system repair and modifications within the construction limits after the
project is complete. The Town requires RFPA to conduct the replacement and repair of the previously functioning
irrigation system according to Town irrigation specs. A licensed and insured irrigation contractor will need to contract
with the Town. Payments, invoicing and change orders will go through the Town and RFPA agrees to re-imburse the
Town for all expenditures related to the replacement of the irrigation system charged to the Town by the sub-contractor.
The minimum scope of work is outlined below.

STANDARDS

The work shall be done in a thorough, workmanlike manner and in accordance with the specifications and shall conform
to United States Tennis Court and Track Builders Association, the USA Pickleball Association (USAPA), and the
American Sports Builders Association standards for pickleball court construction. The contractor shall have a USTC &



TBA Certified Tennis Court Builder on staff or retain the services of such a person or company for the duration of this
project. Contractor references for five similar (complexes of four or more courts) successfully executed projects will be
required.

Project tasks include: Finished site prep, Court Paving, Play Court Surfacing, Fencing, Shade structure, Sound
mitigation techniques, Recreation Equipment & Site Amenities. Since 6 existing pickleball courts are completed
and adjacent to the new courts, equipment, court colors, amenities style and material should match existing courts
or have an approved equal.

FINISHED SITE PREP FINE GRADE SCOPE AND SLOPE REQUIREMENT

The base material shall be placed with automatic laser regulated equipment or other similar equipment capable
of providing a true accurate plane to plus or minus one quarter inch (+1/4”). The depth of the fine grade base
material shall be sufficient to develop a one quarter inch (1/4”) accuracy (usually requires a thickness of around
two inches (2”). The base material to be used over the top of the subgrade material detailed above and the
bottom side of the new 5” post-tension concrete shall be crusher fines or structural fill with good compaction.

SUBGRADE CONDITIONS: A new subgrade by others, as shown on the excavation grading plans with
tolerances described, so that the surface of the newly constructed subgrade slopes between 1.00% and 1.08%
on a true plane, downward toward Meadow Wood Drive, along the 102’ axis of the courts, and that there is less

than 0.08 deviation in grade, from one side to the other, along any line perpendicular to the 102’ axis of the
courts.

COURT PAVING SCOPE
The contract work to be performed under this section consists of furnishing all required labor, materials, equipment,

implements, parts and supplies necessary for the construction of a five inch (5”) thick post-tensioned concrete slab over an
existing substrate completed by excavation contractor. See exhibit A for details.

PLAY COURT SURFACING SCOPE
The contract work to be performed under this section consists of furnishing all required labor, materials, equipment,

implements, parts and supplies necessary for the colored/textured surfacing of play courts (pickleball) in accordance with
these specifications. See exhibit B for details.

FENCING
The contract work to be performed under this section consists of furnishing all required labor, materials, equipment,

implements, parts and supplies necessary for the fencing of play courts (pickleball) in accordance with these
specifications. See exhibit C for details.

RECREATION EQUIPMENT & SITE AMENITIES

Work covered by this specification includes all labor, materials, and equipment necessary for the installation of pickleball
court recreational equipment to include net posts and nets, center anchors, center straps, windscreens and court divider
fencing. Work to include 4°0” concrete walkway around courts on the north, and south directions with a 13°-9” sidewalk
on the east side of the courts connecting to the existing walkway, and Four 4” PVC sleeves under concrete for future
electrical conduit. See exhibit D, Excavation Grading Plan and Site Plan notes for details.

Contractor responsibilities
1. Utilize construction documents and specifications provided for the project ensuring that the work meets all
applicable local code requirements.
Obtain all required permits and contractor licenses (Town of Carbondale permit fees waived).
Construct the facility according to the construction documents.
Provide all required surveying, construction observation services, and testing services.
Complete closeout of the project including punch list development in conjunction with a written warranty that
shall be provided to the Town of Carbondale at the completion of the contract.
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EVALUATION & SELECTION CRITERIA

The Selection Committee may consist of the Parks & Recreation Director, Public Works Director, and Representatives
from the Roaring Fork Pickleball Association. The Selection Committee will review the responses to the RFP and will
rank the proposers based on the criteria set forth in this section. The criteria that will be used to evaluate the qualifications
of each RFP received include, but is not limited to, the following, in no order of importance:

1. Qualifications and experience of the Contractor, as indicated by prior successful completion of similar
projects.

2. Qualifications and experience of the key individuals who will be assigned to this project, as indicated by prior
involvement in similar projects.

3. Ability of the General Contractor to self-perform the majority of the work. Irrigation work may be sub-
contracted.

4, Demonstrated ability to complete the work in a timely manner.

5. Detailed warranty information and quality of warranty.

6. Responsiveness to the needs of the Town both in service cost and in the scope of the services offered.

7. The degree to which the proposal meets or exceeds the terms of the Request for Proposal.

The Town of Carbondale reserves the right to accept or reject any or all submittals received in response to this solicitation,
with or without express reasoning. The Town also reserves the right to waive any informalities and/or minor irregularities
in submittals received, if deemed to be in the best interests of the Town of Carbondale. Finally, the Town of Carbondale
reserves the right to communicate with any bidders in order to clarify any aspect(s) of their submittals.

INSURANCE
The Contractor agrees to procure and maintain in force during the term of the contract the following coverage:
1. Worker's Compensation Insurance, as required by the Labor Code of the State of Colorado and Employer's
Liability Insurance.
2. Commercial General or Business Liability Insurance ($2,000,000 minimum) with the Town of Carbondale

listed as additional insured.

Proof of automobile liability, general liability, and umbrella liability must be provided.

4. A Certificate of Insurance shall be completed by the Contractor's insurance agent(s) as evidence that policies
providing the required coverage, conditions, and minimum limits are in full force and effect, and shall be
subject to review and approval by the Town of Carbondale prior to the commencement of any services. The
completed Certificate of Insurance will be filed with the Town Clerk.

5. Payment and Performance Bond required. This is detailed during the contractual stage after the contractor has
been selected to perform the work.

(78

OTHER REQUIREMENTS
The selected contractor will be responsible to provide all the following items related to the sub-grade preparation as a part
of their base proposal:

Verification of existing conditions for conflicts prior to beginning work.

Verifications of site dimensions.

All layout by a person qualified to guarantee dimensions.

All trenching, backfill and compaction.

Unloading, hoisting and spotting of all materials supplied under the contract including the furnishing
of any equipment required to do so.

Clean-up and disposal of trash on a daily basis into a contractor-supplied dumpster.

Temporary fencing for contractor materials, equipment, and to secure the site from vandalism.

RN
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The Town of Carbondale will enter into contract negotiations with the highest ranked proposer. However, the Town of
Carbondale reserves the right to terminate negotiations with that proposer at any time. The Town additionally reserves the
right to negotiate or suspend with one or more proposers at any given time and to reject any or all of the proposers, should



such action be deemed to be in the Town’s best interest. The Town of Carbondale will negotiate a fee for which the

selected Contractor shall perform the Project Scope of Work, and the work shall be performed in accordance with the
Town of Carbondale’s contract documents.

PROJECTED TIMELINE FOR PROJECT

Release Request for Proposal: February 6, 2024

Deadline for Proposals: February 27, 2024 at 4:00 p.m.

Evaluation of Proposals by Administrative Staff: February 28 & 29, 2024
Interviews of prospective bidders (if needed): March 1, 2024

Approval & Award of Project by staff and stakeholders March 4, 2024
Approval & Award of Contract by Town Board of Trustees: March 12, 2024
Notice to Proceed & Pre-Construction Meeting: Week of March 12, 2024
Court Construction Earliest start date: April 15,2024

Project Completed By: End of June, 2024 (depending upon weather)
Note: All dates are preliminary and are subject to change.
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RFP Town of Carbondale Exhibit A
POST-TENSION CONCRETE COURT/S
PART 1 - DESCRIPTION OF WORK

The contract work to be performed under this section consists of furnishing all required labor, materials,
equipment, implements, parts and supplies necessary for or appurtenant to, the construction of a five
inch (5”) thick post tension concrete slab.

1.1 Quality Assurance

Work is to be performed by a contractor with a minimum of five (5) similar, successfully completed
projects. Contractor will be a member of the American Sports Builders Association (ASBA) and will have
a Certified Tennis Court Builder (CTCB) on site at all times. Installing foreman to be a Post Tensioning
Institute (PTI) Certified installer and all work must be overseen by a PTl level 2, Inspector.

To eliminate potential liabilities of construction, the contractor shall ensure single source
responsibility by completing all PT related work with his own forces, to include fine grading (leveling
course), forming, vapor barrier placement, tendon placement, concrete placement, tendon stressing
and all other related incidentals.

1.2 Submittals

Contractor to provide the following documentation:
a) Stamped, engineered, drawings and details of the complete post Tension slab.
b) Concrete mix design.
¢) Cable elongation records following final stress operations.

1.3 Warranty

Contractor shall guarantee that all materials and workmanship incorporated into this project will be of
new quality and free from defects. All work will be installed as specified and drawn, and in conformance
with the project documents. Any material or workmanship found to be defective or out of specification

will be repaired, at the sole cost of the contractor, for a period of two {2) years from the date of
acceptance.

PART 2 — MATERIALS
2.1 Fine Grading Materials

Fine grading materials to be a free draining, loosely compactable material, such as crusher fines or
structural fill. Material shall be capable of obtaining a tolerance of +/- three eights of an inch (3/8").
All leveling course materials to be graded with automatic, laser-guided equipment.

2.2 Tensioning Cables and Anchors
Post tensioning strands and anchors shall conform to the “PTI Guide specifications for Post tensioning

materials” and shall be supplied by a PTI Certified firm.
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The unbounded post tensioning tendons shall be one half inch {(1/2") diameter, 7-wire, stress relieved
strands, having a guaranteed ultimate tensile strength of 270,000 psi (270 Kips). Strands shall conform
to ASTM A-416. Cables shall be fabricated to proper length for each slab, coated with a permanent rust
preventative lubricant and encased in slippage sheathing. All breaks in the sheathing shall be repaired
with tape prior to concrete placement. A maximum of six inches (6”) of exposed strand is permitted at
the dead end anchor.

A maximum horizontal deviation of +/- 6” at each cable is allowed, and a maximum vertical deviation of
+/- %" is allowed.

2.3 Concrete Mix Design

The concrete shall have a compressive strength of not less than 4000 psi after the twenty eight (28) day
cure period. Ready mixed concrete shall be mixed and delivered according to ASTM C-94 specification
for ready mixed concrete with a five inch (5”) maximum slump. Mix design as follows: cement - type
1/11, six sack unit weight — 142.3 Ibs. per cubic foot, air entrainment — 6.0% (+/- 1%), water/cement ratio
-0.49/1.

PART 3 — EXECUTION
3.1 Fine Grading

From a prepared, tested and approved sub grade, fine grading will be accomplished with the use of laser
guided machinery, capable of providing a true plane to a tolerance of +/- 1/8”. Average depth of fine
grade material to be approximately two inches (2").

3.2 Forming

Forms shall be accurately set to the lines and to +/- %” of finished grades indicated on the drawings and
be securely staked to prevent settlement or movement during the placement of the concrete. Forms
shall remain in place until concrete has taken adequate set.

3.3 Tensioning Cables and Anchors

Once forms are completed and prior to placement of the Tendons, 2 layers of 6 Mil plastic will be placed
over the previously graded leveling course.

All cables shall be supported on chairs and loosely tied at all intersections, at mid-depth of slab (too
tightly tied, tendon friction will increase when tensioning) to prevent vertical and horizontal movement
during concrete placement. Strands shall be placed with no greater spacing than two foot (2’) on center,
+/- 12", for lengths over 100’ and three foot on center, +/- 12”, for lengths under 100’.

The perimeter beam cross section to be 12” X 12”. Cable ends are to be anchored approximately four
inches (4”) below surface of slab. Two continuous # 4 rebar lies longitudinally around the court beam
directly inside the cable anchor. Placement should be above and below tendons. Overlapping of rebar
should be at a minimum of 30 bar diameters (15”).
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3.4 Concrete Placement

A full court shall be placed in one (1) continuous operation without intervening joints of any kind. The
Five inch (5”) thick slab will be placed either with a mechanical screed capable of spanning a minimum
of 62’ width, or by use of a laser screed device capable of providing a surface tolerance to +/- %4” when
measured under a 10’ straightedge. Contractor to provide sufficient manpower to ensure the uniform
distribution of concrete ahead of the screed, and will not allow substantial build up of concrete on the
leading edge of screed. Concrete to be placed in accordance with ACI specifications for Hot Weather
and Cold Weather placement. Concrete reaching 90 minutes past batching time prior to placement will
be rejected.

3.5 Finishing

Following dissipation of bleed water from the surface of concrete, finishing operations can begin.
Concrete to be finished by any means to provide a planar surface, free from ridges and depressions.
Concrete shall be textured to provide for a mechanical bond of coatings. Light to Medium broom finish
is required. All edges shall be finished with %2” radius edger.

3.6 Tensioning Operations

After the forms are removed and the concrete has set to a minimum of 1,700 psi (typically 24-36 hours),
a partial tensioning may be applied to restrict curing movement and cracking. Following approximately
one (1) week of curing, when concrete has attained a minimum strength of 2,700 psi, the final stress
procedure may begin. Each tendon shall be tensioned to a maximum of eighty percent (80%) of the
ultimate breaking strength, and anchored at a minimum of seventy percent (70%) of the ultimate
breaking strength.

Ultimate Breaking Strength 80% 70%
41,300 psi 33,000 psi 28,900 psi
Cable elongation records shall be accurately kept by the contractor and provided to the owner.

Measured elongation shall be compared to calculated elongation to assure specified tension. Cable
elongation to be within +/- 10% of calculated elongation.

Following approved confirmation of elongation, the cable ends shall be cut off and the cone holes will be
filled with a non-shrink grout. Cable end cuts to be recessed a minimum of %" and should be capped.

3.7 Joints

For multiple courts, a construction joint may be located between the courts or at the net line. See plans
and detailed drawing for location and specifications.

3.8 Curing
Immediately after finishing, the concrete shall be kept moist by covering with polyethylene, by
sprinkling, or by ponding. No curing compounds are to be used.
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RFP Town of Carbondale Exhibit B
PICKLEBALL (PB) COURT SURFACING/POST TENSION CONCRETE BASE
PART 1 - GENERAL

1.1 DESCRIPTION OF WORK

The contract work to be performed under this section consists of furnishing all required labor, materials,
equipment, implements, parts and supplies necessary for or appurtenant to, the colored/textured
surfacing of play courts (Pickleball) in accordance with these specifications.

1.2 QUALITY ASSURANCE

Work is to be performed by a contractor with a minimum of five (5) similar, successfully completed
projects. Contractor will be a member of the American Sports Builders Association (ASBA) and will have
a Certified Tennis Court Builder (CTCB) on site at all times during surfacing.

Plexipave surfacing systems to be applied by “Approved Applicators”

1.3 LIMITATIONS

Application temperatures shall be a minimum of 50 degrees and surface temperatures not above 130
degrees. Do not apply when surface is wet or if rain is imminent or forecast. Keep all products from
freezing. Do not store in direct sunlight for an extended period of time. Container shall be sealed tight
when not in use.

1.4 WARRANTY

The contractor shall guarantee their respective work against defective materials or faulty workmanship
for a period of TWO (2] years from the date of accepted completion. Surface wear out is guaranteed for
three (3) years.

PART 2 — MATERIALS, CALIFORNIA PRODUCTS PLEXIPAVE SYSTEM. SPECIFICATION SECTION 10.19 OR
APPPROVED EQUALS

2.1 CONCRETE PREPARER, CALIFORNIA PRODUCTS 10.13

2.2 CONCRETE TACK COAT, TI-COAT, CALIFORNIA PRODUCTS 10.17

2.3 - PLEXIPAVE COURT PATCH BINDER, CALIFORNIA PRODUCTS 10.14

2.4 — ACRYLIC RESURFACER, CALIFORNIA PRODUCTS 10.8.

Acrylic Resurfacer shall be applied as per manufactures recommendations:
55 gallons California Products Acrylic Resurfacer
300-450 pounds of # 70 silica sand

18-24 gallons of potable water
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2.5 - PLEXICHROME ACRYLIC COLOR, CALIFORNIA PRODUCTS 10.1.

The acrylic color applications for a slow tennis surface will consists of two (2) coats of the following
mixture: 55 gallons of California Products Plexichrome
400 pounds of # 70/50 silica sand
18-24 gallons of potable water
Application rate at .065 per Sq. Yd, per Coat (slow) = Total undiluted Plexichrome per court, 2 coats =
104 gallons.
Colors to be: California Products, US Open Blue playing area, with Light Green out of bounds

2.6 - LINE PAINT, CALIFORNIA PRODUCTS, 10.4.

Playing lines shall be painted by using California Products Textured White Line Paint. Lines to be laid out
and painted in accordance with the ASBA specifications.

2.7 — PLEXICUSHION SYSTEM (OPTIONAL)

2.6 MANUFACTURER, California Products Corporation, 150 Dascomb Road, Andover, MA. 01810
California Products Representative = Scott Winters = 303-995-4305
www.plexipave.com

PART 3 — EXECUTION

3.1 SURFACE PREPARATION

Prior to the surfacing applications, the concrete will be thoroughly cleaned by the use of a power
washer. The concrete shall be acid etched.

3.2 ACID ETCHING, CALIFORNIA PRODUCTS 10.13.

The entire surface shall be etched with muriatic acid, diluted with water to meet manufactures
specifications. Always add acid to water not water to acid. Mist concrete surface prior to applying acid
etching mixture. Brush acid solution into surface with a broom. Acid solution should foam when poured
onto concrete. Scrub surface to remove all dirt and flush thoroughly. Do not allow acid mixture to dry
on the concrete surface.

3.3 TACK COAT, TI-COAT, CALIFORNIA PRODUCTS 10.17.

The epoxy Ti-Coat shall be applied by squeegee or by spraying. Court must be thoroughly dry before Ti-
Coat materials are applied. Refer to manufactures specifications for complete application rates.

3.4 PUDDLE PATCHING, CALIFORNIA PRODUCTS, COURT PATCH BINDER, 10.14.

Entire court surface to be flooded and marked and all puddies holding more than 1/16” of water will be
patched and re-patched as necessary. California Products Court Patch Binder mix is to be used for all
puddle patching. Please refer to California Products for complete specifications (Section 10.0) on
mixtures and application rates.
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3.5 ACRYLIC RESURFACER

The mixture will be agitated using a mechanical device capable of providing a consistent and
homogeneous mixture. The mixture will be applied over the entire court area with a rubber tipped
squeegee. The resurfacer coat shall have a uniform finish and be free from any ridges. Two coats shall
be applied but, additional coats will be applied if required to meet ASBA uniformity standards.

3.6 ACRYLIC COLORCOATING

The mixture will be agitated using a mechanical device capable of providing a consistent and
homogeneous mixture. The mixture will be applied over the entire court area with a rubber tipped
squeegee. The color is to be free of ridges and uniform. Refer to Part 2.3 for number of applications and
court color selections.

3.7 PLAYING LINES

Layout and paint two inch (2”) wide playing lines to meet ASBA specifications. All lines will be accurately
located and perfectly straight with clear edge definition.

3.8 PLEXICUSHION SYSTEM (OPTIONAL)

Refer to California Products, Plexicushion systems & specifications for application and application rates.
Specification Section 10.2 & 10.3
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RFP Town of Carbondale Exhibit C

BLACK VINYL-CLAD CHAIN LINK FENCES OR APPROVED EQUAL
PART 1 - GENERAL

1.1 SCOPE/DESCRIPTION

The contract work to be performed under this section consists of furnishing all required labor, materials,
equipment and supplies in accordance with these specifications.

1.2 RELATED

Refer to engineered, post-tension concrete details for foundation requirements
PART 2 — MATERIALS

2.1 Height of Pickleball {PB) court perimeter fence on the North South, West and North to be eight foot
(8').
Height for all other, inner (divider) PB court fences to be four foot (4’).

2.2 Fabric

Chain link fabric shall be an 11 gauge core, finished to 8 gauge when coated, Black. Zinc coating to be
minimum of 1.2 oz. per square foot. Extruded bonded polyvinyl chloride coating shall be a minimum

wall thickness of .015”. The base metal shall have a minimum breaking strength of 850 pounds. Top

and Bottom Selvage of the fabric shall be knuckled. All fabric to be 2” mesh.

2.3 Pipe and Accessories
A. Method of manufacturing

Pipe used for fence framework shall be SS - #40, cold formed and welded from steel conforming to
ASTM F-1043 Group 1C. Exterior and interior surfaces shall receive a hot dip Zinc coating of 0.9 oz. per
square foot, followed by a chromate conversion coating as per ASTM F-1043. The application of the
coating (Black) will consist of 3.0 mils of cured thermosetting polyester powder coatings.

B. Posts

All corner, gate, terminal and line posts, on eight foot (8’) high fence, shall be 2 7/8” OD, SS #40,

Black, as shown on the plans. Terminal Posts for any divider netting to be 4”, SS # 40, Black. Steel shall
have a minimum yield strength of fifty thousand pounds per square inch (50,000 PSI). Line posts for
6’ high fence, or less, to be 2 3/8", SS# 40, Black, as shown on plans.

C. Rails

Top, and Bottom Rail shall be 1 5/8” OD, SS # 40. Steel shall have a minimum yield strength
of fifty thousand pounds per square inch (50,000 PSI). Unless otherwise noted, all fence to have
Top and Bottom rail. Page 1



D. Accessories = Black
1) Fabric Ties: 9 gauge finish, coated, Black coated steel tie wires.
2) Tension Bands: 2 7/8”, Non beveled type.
3) Brace Bands: 2 7/8", Non beveled type.
4) Loop Caps: 15/8” X2 7/8", pressed steel.
5) Dome Caps: 3", pressed steel.
6) Rail ends: 15/8”, pressed steel.
7) Line Rail Clamps: 15/8” X27/8”
8) Coatings: All fittings and accessories, to have a galvanized base, finished with Black, powder
Baked polyester coating.

E. Gates
Number and location of Gates to be installed as per plans and specifications, with final locations with
Owner approval. Construct gate frames with 1 5/8” OD, SS #40 pipe, with all welded corners. All
material fill to match section 2.2, Fabric. All hinges and latches to be of commercial quality. Latches
shall be lockable

F. Concrete

Concrete shall have twenty eight (28) day, 4,000 PSI compressive strength.

PART 3 — EXECUTION

3.1 Workmanship

The complete fence shall be plumb, both in line and traverse to the fence, straight and rigid with the
fabric tightly stretched and securely fastened.

3.2 Posts

Post spacing shall be in accordance with the drawings and not more than ten feet (10’) on center. All
foundations to be as per engineered design. See drawings and details.

3.3 Rails

Install top, and bottom rails on all 8’ high and 4’ high fence, as shown on drawings. All rails to be set
parallel to the finished grade.

3.4 Gates

Gates shall hang plumb and true, and swing easily in either direction with no interference. Use lockable
black coated HD fork latches. All equipment gates to be double drive with lockable drop bars.

3.5 Fabric
Fabric to be stretched tight to where there is no movement in the mesh when compressed. All rail ties

to be twelve inch (12”) on center. All vertical posts to be tied on twelve inch (12”) centers
2



RFP Town of Carbondale Exhibit D
PICKLEBALL (PB) EQUIPMENT

PART 1-DESCRIPTION OF WORK

Work covered by this specification includes all labor, materials, and equipment necessary for the
installation of tennis and/or basketball recreational equipment.

PART 2-MATERIALS
2.1 PB NET POSTS

Edwards Classic, 2 7/8” 0.D., with internal wind, 11 gauge. Hot zinc coated with baked on polyester
Black powder coating. Ground sleeves to be schedule # 40, PVC, with a 3” 1.D., or approved equal.

2.2 CENTER ANCHORS

Edwards, 1 7/8” 0.D., schedule # 40, galvanized pipe. One end flattened for anchorage into concrete. A
5/16” stainless steel bolt, will be fastened through the pipe., or approved equal.

2.3 PB NETS

Douglas, TN- 30, deluxe, double headband series, with 2-ply vinyl coated polyester headband, or
approved equal.

2.4 CENTER STRAPS

Douglas, ACS strap, 2” wide, white polyester with adjustable buckle and double ended snap hook, or
approved equal.

2.5 NOISE BARRIERS

Acoustifence ™ or Vivid™ BBC-2 Sound Seal barrier backed composites or approved equal noise
reduction fence treatment on the South and possible on the East and West fences to mitigate pickleball
noise from the residential development nearby.



	Carbondale Pickleball Courts-3 additional NS to west.pdf
	24x36- A1.1 SITE PLAN-2 [24x36- A1.1 SITE PLAN]
	Viewport-76
	Viewport-87





